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DS30 Diamond Textured Silverlined Latex Gloves

Inspection Criteria Sampling method ISO2859

1. Holes: Sampling Plan G-I and Performance 
Level AQL=2.5

2. Dimensions: Sampling Plan S-II and Performance 
Level AQL=4.0

3. Physical Properties: Sampling Plan S-II and Performance 
Level AQL=4.0

4. Powder Content: Sampling Plan N-5 and Performance 
Level AQL=N/A

5. Visual Inspection: Sampling Plan G-I and Performance 
Level AQL=2.5

Physical Dimensions
1. Thickness (palm): Textured Surface =0.74 mm ± 0.01 (29 Mil)
2. Width:

a. Med (7) 95 mm ± 5
b. Large (8) 105 mm ± 5
c. X Large (9) 115 mm ± 5
d. XX Large (10) 120 mm ± 3
e. XXX Large (11) 125 mm ± 3

3. Length 300 mm ± 10

Physical Properties
1. Tensile Strength: ASTM D 412

a. Before ageing 21 MPA
b. After ageing 18 M PA

2. Ultimate Elongation: ASTM D 412
a. Before Ageing 700%

Powder Content
1. Testing method: ASTM D 6124 and EN 45
2. Powder Content : <2 Milligram Per Glove

Shelf life: in accordance to ASTM D 7161 and EN
455- 4: - 5 Years (Self Declaration of Conformity)

Packing
Sizes 7-10 50 per box, 500 per carton

Technical Specifications

Approvals

Ordering Information

Qty Size Code

Carton 500

7 DGS-1430-7
8 DGS-1430-8
9 DGS-1430-9
10 DGS-1430-10

Qty Size Code

Box 50

7 DGS-1430-7-BX
8 DGS-1430-8-BX
9 DGS-1430-9-BX
10 DGS-1430-10-BX

Made in Thailand

BRISBANE        |        MELBOURNE        |        LEETON        |        SYDNEY
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Manufactured in conditions assessed and certified as meeting the requirements of EN374-1:2003, EN388:2003, EN420:2003+A1:2009
Manufacturing Specifications

500%geing er tfAb A. 

Size 11 46 per b x, 460 per cao onrt

Includes:
1x M and XL sample

2.5 21.0 700%

DGS-1430-1111Carton 460


